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6'-4" 11'-6" 11'-6" 7'-8"

1'-0" (305 mm)

SLOPE DOWN
VARIES

25'-4" (7722 mm)

12'-0" 12'-0"

DOCK BUMPERS

38" (965 mm) 48" (1219 mm)
HIGH RAMP

8" (203 mm)8" (203 mm)
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C8 x 13.75 CONT. CAP
CHANNEL (SEE DETAIL
THIS SHEET)

#6 @ 12" (305 mm)

CONT., TYP.
1'-6"

8"(203 mm) 3'-4"

1'-0" 1'-2" 3'-1"

C
LE

A
R 

TY
P.

3"
 (7

6 
m

m
)

#6 @ (8"-48" RAMP)

(305-965 mm)

#4 @ 12" (305 mm) 

2 #4 CONT.

CLEAR TYP.3" (76 mm)

FIN. GRADE

SECTION A-A

WELDING SYMBOLS LEGENDPLAN

FRONT ELEVATION

ANCHOR DETAIL

WELD ALL AROUND

WELD THIS SIDE

10
"

10
"

10
"

CAST-IN-PLACE CONCRETE RETAINING WALL FDN.

4" 12" 4"
CAP CHANNEL
ANCHORS

1'-2" 2'-2" 1'-1" 3'-2" 1'-1" 2'-2" 1'-10"

12'-0" 8" 1'-6"

C OF LOADING RAMPL

TOP OF 48" (1219 mm) HIGH RAMP

CUT, MITER & WELD
CAP CHANNEL TO FIT

DOCK BUMPER, TYP.
ARRANGEMENT BOTH
DOCK HEIGHTS

CONT. CAP CHANNEL, TYP.

TOP OF 38" (965 mm) HIGH RAMP

1/4" (6 mm) CAP CHANNEL 
CLOSER P, WELDED, TYP.L

CAP CHANNEL 
ANCHOR, TYP.

FIN. GRADE

4" (102 mm)

#4 ANCHORS @ 24" (610 mm) O.C.

2:1

1/4

2"

#4x1'-0" (305 mm) ANCHOR
@2'-0" (610 mm) O.C. APPROX.

C8 x 13.75 CONT. CAP CHANNEL

1/2" (13 mm) ÿ DRILL
ALTERNATE @ 12" (305 mm) O.C.

DOCK
BUMPERS

(3658 mm) (3658 mm)

HIGH RAMP

(3505 mm) (3505 mm)(1930 mm) (2337 mm)

(2133 m
m)

5'-8"R
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m
)

(6
09

6 
m

m
)

(7
62

0 
m

m
)

(1
61

54
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m
)

3/4"ÿ x 8" W/1 1/4"
(19x203x32 mm)
PROJECTION DOCK BUMPER
ANCHORS, TYP.

#4 @ 10" (254 mm) 

(1016 mm)

(940 mm)(355 mm)

(203-1219 mm)
#6 @ (8"-38" RAMP)

(305 mm)

(102 mm)

(330 mm)(660 mm)(356 mm) (965 mm) (330 mm) (660 mm)

(3658 mm)

(51 mm)

3"
 (7

6 
m

m
)

(2
54

 m
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)
(2

54
 m

m
)

(559 mm)

(203 mm) (457 mm)

(3
05

 m
m

)

CONT., TYP.

NOTE:
THE METRIC CONVERSIONS ARE PROVIDED IN
PARENTHESIS FOLLOWING THE ENGLISH UNITS.
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(7
6 

m
m

)

(7
6 

m
m

)
10

"

(2
54

 m
m

)

(2
54

 m
m

)

A

A


